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PROJECT/BUILDING DATA

NEW 1 STORY BUILDING

BUILDING AREAS

BASEMENT TOTAL AREA = 2,708 SQFT
FIRST FLOOR TOTAL AREA= 2,708 SQFT
TOTAL BUILDING AREA = 5,416 SQFT +/-

PARKING COUNTS
TOTAL PARKING SPACES = 19

CODE INFORMATION SUMMARY:

APPLICABLE CODE
2009 WISCONSIN  COMMERCIAL BUILDING CODE

CONSTRUCTION TYPE
TYPE VB = 1 STORY BUILDING
TYPE VB = BASEMENT

OCCUPANCY
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FIRE SPRINKLER
BUILDING IS NOT SPRINKLERED

ALLOWABLE AREA AND HEIGHT SUMMARY
TYPE VB CONSTRUCTION = 1 STORY ALLOWED (1 STORY ACTUAL)

9,500 S.F. / FLOOR (TABULAR)
( FRONTAGE INCREASE NOT TAKEN )

( SPRINKLER INCREASE NOT TAKEN )
2,708 S.F. MAX ACTUAL ÷ 9,500 S.F. = 29% ( 0.29 OF ALLOWED )
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PLANT LIST

KEY QUAN SIZE COMMON NAME ROOT

 (9) Canopy Deciduous Trees
CH   4 2 ½” Common Hackberry BB

LLL   2 2 ½” Little Leaf Linden BB
SWO   3 2 ½” Swamp White Oak BB

 (2) Tall Deciduous Trees
RBC   2 10’ River Birch Clump BB

 (4) Low Deciduous Trees
TSC   4 2” Tina Sergeant Crab BB

(63) Tall Evergreen Shrubs
EA  67 4’ Emerald Arborvitae BB

            (10) Medium Deciduous Shrubs
DBB    4 24” Dwarf Burning Bush Pot

DCV    8 24 Dwarf Cranberrybush Viburnum Pot
RTD    4 24” Bailey’s Red Twig Dogwood Pot

              (6) Low Deciduous Shrubs
MCS       6 18” Gold Flame Spirea Pot

Bio-retention Plantings

RGP     ? 12 ½” (Planted 12’ on center) plug

Common Blue Star
Bottle Gentine
Obedient Plant

Columbine
Switchgrass

Foxsedge
Black Eyed Susan
Wild Iris

Swamp Mildweed
White Turtlehead
Cardinal Flower

Turk’s Cap Lily
Little Bluestem
Canada Wild Rye

Nodding Onion

NOTES:
1) Lawn areas around building and parking lot to be fine graded, seeded

(Madison Parks seed mix), fertilized, and mulched with straw.
2) Designated turf areas to be fine graded seeded (Short Grass Prairie

seed mix), fertilized, and mulched with straw.

3) Planting beds to be mulched with #1 washed stone to a depth of 3”
over weed barrier fabric.

4) Individual trees and shrub groupings in lawn areas to receive

shredded hardwood bark mulch plant rings (4’ diameter) spread to a
depth of 3”

5) Designated planting beds to be separated from lawn areas with 5”

black vinyl edge.
6) Rain garden to receive cocoa fiber erosion mat.
7) Rain garden plants (RGP) to be installed 12” on center.

8) Rain garden to be constructed per WDNR specifications.

LANDSCAPE WORKSHEET

Zoning District: SC (Suburban Commercial)

Building Area = 9,400 SF
Building Area Points required: 10/1,000 SF = 94 points

Building Perimeter = 426 LF
Building Perimeter Points required: 40/100 LF = 170 points

Impervious Area = 17,525SF
Impervious Area Points required: 80/10,000 SF = 140 points

Lot Street Frontage = 191 LF
Lot Street Frontage Points required 40/100 LF = 76 points

Total Landscape Points Required 480 points

Landscape Points Supplied

Canopy trees - 9 @ 70 = 630 points
Tall trees - 2 @ 30 = 60 points

Medium trees - 0 @ 15 = 0 points
Low trees - 4 @10 = 40 points
Tall evergreen trees - 0 @ 40 =  0 points

Medium evergreen trees - 0 @ 20 =  0 points
Low evergreen trees - 0 @ 12 = 0 points
Tall evergreen shrubs – 67 @ 3 = 201 points

Low evergreen shrubs – 0 @ 3 = 0 points
Tall deciduous shrubs - 0 @ 5 = 0 points
Medium deciduous shrubs - 10 @ 3 = 10 points

Low deciduous shrubs - 6 @ 1 = 6 points

Total landscape points supplied    947 points
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